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SOLAR PANEL BRACKETS,  
POST MOUNT PM4

SB61735
•	 Flexible Configuration: Sup-

ports mounting of 1 to 8 solar 
panels per post for various 
system sizes. 

•	 Adjustable Tilt Angle: Panel 
tilt easily adjustable from 10° 
to 60° for seasonal optimiza-
tion. 

•	 Rugged Construction: Built 
with high-quality aluminium, 
stainless steel, and galvanised 
steel for maximum durability. 

•	 Corrosion Resistant: Designed to with-
stand harsh environments with excellent 
corrosion resistance. 

•	 Quick Installation: Hassle-free setup using patented components for fast and 
secure mounting
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QUALITY CERTIFIED
ISO 9001 : 2015 

ENVIRONMENT CERTIFIED

ISO 14001 : 2015 
SAFETY CERTIFIED
ISO 45001 : 2018 

POST MOUNT BRACKET 
SPECIFICATIONS

Specifications subject to change without notice. 

 

SB61735 

Product Code

Product Code

PM1 Code - SB61732

PM2 Code - SB61733

PM3 Code - SB61734

PM4 Code - SB61735

PM6 Code - SB61737

PM8 Code - SB61736

 

Accessories
Master Tube
The master tube connects to the adjustable tube and steel cap. 
It is a
robust galvanised steel profile and holds the angle brackets or the 
landscape tubes with U-bolts.

ST-rail
Specifically developed to achieve larger spans, the design of 
the aluminium standard rail enables faster installation. The ST-
rails have two patented Z-Module channels with one at top for 
panel mounting and the second on side which connects to the 
PostMount-A structure.

Inter and End clamps
Using the patented Clenergy Z-module, PV-ezRack Inter and End 
clamps offer a simple, easy to use and robust fixing of PV panels 
of any size. Compatible clamps for thin film modules are also 
available.

Post
This is a steel post with the outside diameter of 102mm (wall 
thickness
6mm), which is embedded in to concrete. It is also available with 
welded mounting plate (flange).

Steel Cap
The steel cap sits on top of the post and connects the adjustable 
tube to the master tube allowing easy adjustment between the 
different tilt angles.


