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ENLiFEN 12V230Ah 
EL12230SL

•	 Constructed utilising individual 3.2V cells 
in series and parallel for high stability 
and long service life.

•	 Designed to couple with a 3kVA 
inverter, delivering continuous 
power of 4,800W with a 
maximum peak output of 
5,520W (30 seconds).

•	 Life expectancy 6 to 10 
times greater than standard 
AGM batteries, dramatically 
lowering total cost of 
ownership.

•	 Up to two-thirds lighter than 
standard AGM batteries, simplifying 
installation and reducing structural loading.

•	 The customised built-in Valen ENLiFEN BMS prevents short circuit,  
over-voltage, over-discharge, and thermal runaway for a safer installation.

•	 Flexible Mounting — Flat or Recessed: Adjustable side brackets allow 
installation flat to a surface or recessed flush into an enclosure. Ideal for ute 
canopy headboards in trade and service vehicles.

•	 Sealed aluminium construction requires zero routine maintenance, reducing 
time on site and lowering lifetime service costs.



*Specifications subject to change without notice.  

Disclaimer: 
While Valen have taken every effort to represent the ENLiFEN PO4 accurately within this specification, 
Valen advise the user to ascertain their own measurements and test the parameters and specifications to 
which the battery must conform. The Lithium battery technology is rapidly being developed and research is 
continually carried out to ensure that the ENLiFEN PO4 battery will meet the needs of a growing market. 
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QUALITY CERTIFIED
ISO 9001 : 2015 

ENVIRONMENT CERTIFIED

ISO 14001 : 2015 
SAFETY CERTIFIED
ISO 45001 : 2018  

Nominals Voltage 12.8V

Capacity 230Ah

BMS 4S400A

Cell 230Ah-3.2V-4S1P

Chemistry Lithium Iron Phosphate (LiFEPO4)

Dimensions ±2mm 510(L) x 500(W) x 70(H)

Weight 25kg

Terminal M8

Container/Cover Aluminium

Charge Input Voltage 14.4V

Charge Current <115A

Max. Continuous Discharge 
Current

230A, 
(460A (<30secs))

Discharge Cut-off Voltage 10V

Charge Temperature 0°C ~ 45°C

Discharge Temperature -20°C ~ 60°C

Storage Temperature 15°C ~ 30°C

Specifications

Dimensions

EL12230SL

Valen ENLiFEN 12V 230Ah 
Battery

Installation
Flat Surface Mount Recessed/Flush Mount

Brackets are oriented outward, 
allowing the battery to be bolted 
directly onto a flat surface, such 

as a floor, shelf, or rack rail.  
Ideal for open-frame enclosures 
and standard battery cabinets.

Brackets are rotated inward so 
the battery sits flush within a  
cavity or custom enclosure,  

Including a ute canopy  
headboard. 

Allows installation in spaces 
where standard VRLA batteries 

cannot fit due to depth or 
 clearance constraints


