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TOPIN 12V 200Ah 
FRONT TERMINAL

•	 SSL approved

•	 Case and cover 
made of high quality 
ABS

•	 Freedom from 
electrolyte 
maintenance

•	 Not restricted 
for air or surface 
transport

•	 Each cell is individually 
valved

•	 Multi cell design for economy 
of installation and maintenance

•	 Lead Calcium Alloy grids for minimal gassing and 
ease of recycling

•	 Absorbent Glass Matt (AGM) technology for efficient gas 
recombination of up to 99%

12TPFT200



Specifications subject to change without notice. 

Specifications

(However it is recommended that the batteries be operated in the temperature 
range of 20 to 30°C to obtain full life and optimum performance.)

Dimensions
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QUALITY CERTIFIED
ISO 9001 : 2015 

ENVIRONMENT  CERTIFIED 
ISO 14001 : 2015 

SAFETY CERTIFIED
ISO 45001 : 2018 

Nominals Voltage 12V

Number of Cells 6

Design life 12 years

Normal Capacity 25°

20 Hr rate (10.5V) 190Ah

10 Hr rate (10.5V) 180.5Ah

5 Hr rate (10.5V) 174.8Ah

Dimensions 558(L) x 127(W) x 317(H)mm

Weight 59.5kg

Terminal F18

Charge voltage Cycle: 14.1 - 14.4V at 25°C 
Float: 13.5 - 13.65V at 25°C

Internal resistance 3.5mΩ 25°C  
- Fully charged Battery

Short Circut Current 3400A

Max. Charge Current 57A

Torque Value M8: 12 N-m 

Max. Discharge Current 1515A 5 secs

Electrolyte AGM - Sulfuric Acid

Operating Temperature
Charge: -15°C to +40°C
Discharge: -15°C to +50°C
Storage: -15°C to +40°C

Case Material ABS UL HB
Flammability Resistance of (UL94 V-0)

VALEN AGM FRONT 
TERMINAL 12V200Ah 
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PERFORMANCE DATA

Discharge Constant Power (Watts at 25˚C)

Discharge Constant Current (Amperes at 25˚C)

12TPFT200

Time End 
Voltage 1.85V 1.80V 1.75V 1.70V 1.67V 1.65V 1.60V

5 min 768 857 926 985 1050 1095 1135

10 min 650 717 777 827 860 878 891

15 min 580 635 680 700 710 720 725

30 min 400 425 445 453 457 461 463

60 min 210 217 221 224 226 227 228

120 min 120 127 131 134 136 137 138

180 min 87.0 90.5 93.0 94.5 95.3 95.8 96.0

240 min 70.0 72.5 74.3 75.3 75.8 76.0 76.1

300 min 59.5 61.4 62.7 63.5 64.0 64.2 64.3

600 min 35.0 36.5 37.2 37.6 37.8 37.9 38.0

1200 min 18.0 18.8 19.2 19.4 19.5 19.5 19.6

Time End 
Voltage 1.85V 1.80V 1.75V 1.70V 1.67V 1.65V 1.60V

5 min 415 475 530 580 615 650 680

10 min 340 390 430 463 488 505 520

15 min 300 345 380 400 410 417 420

30 min 205 225 240 249 254 257 260

60 min 110 116 120 123 125 127 128

120 min 60.3 64.9 69.0 72.0 74.2 75.4 76.2

180 min 44.5 47.0 49.0 50.1 50.7 51.1 51.4

240 min 35.8 37.6 39.2 40.3 40.8 40.9 41.0

300 min 29.0 31.2 33.0 33.5 33.7 33.9 34.0

600 min 18.1 19.1 19.2 19.3 19.3 19.3 19.4

1200 min 9.15 9.62 9.69 9.71 9.74 9.75 9.77


